
neucor™ currently manufacturers lightweight MDF cores and panels for use in a multitude of 
interior applications including store fixtures, contract and residential furniture, walls and 
partitions, ceiling panels, acoustical panels, shelving, and cabinetry.  

The Stacking of neucor™  cores allows for panel thicknesses ranging from ¾” to 3”. 

neucor™ cores create panels that are 1/3-2/3 lighter weight than traditional MDF products. 
neucor™ panels come in standard sizes of 49" x 97" and 48" x 96".  
neucor™ cores can be faced with MDF skin thicknesses ranging from 3mm (1/8") to 8mm. 
Alternate wood or decorative face veneers can be used as well as unfinished MDF faces.  

  NEUCOR LIGHTWEIGHT PRODUCTS 

Made in the USA using post 
industrial sawdust & wood 
fibers sourced from 
sustainable forests 

Manufactured with 
Formaldehyde- free 
adhesive 

Easily stackable for efficient 
and cost saving transportation 

Flexible platform 
ready to accept a 
variety of face  
materials 

Only 24 lbs. 
per 49”x 97” 
for easy 
handling 

Cores can be 
mirror imaged for 
a wide range of 
panel thicknesses 

 Uses 1/3 the   
 material  of regular 
 MDF and Particleboard 
 of the same thickness 

Between 1/3-2/3 lighter  
weight than a MDF panel. The 
thicker the panel, the greater  
the weight advantages. 

Accepts the same surface 
& edge treatments as MDF 
& Particleboard 

Performs equal to  
3/4” Particleboard 
with 25% less  
 weight 

neucor™ cores and panels are CARB2 compliant.
NAF and FSC panels are available upon request.
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